
 

 

 

 
 

Product Features: 
 2014 New Design/ Style Black Color 

 Hidden Cable Bracket Design 

 AL-alloy Housing; Double Glass 

 2.8-12mm Lens, Outside Adjusting 

 42pcs of ￠5MM IR LEDs, IR Range 35M 

   
   

    

 

Model  ENOS-VI30T-70S 
Image Device 1/3 SONY Super HAD CCD 
Resolution 700 TVL 
IR Led 42pcs ￠5MM IR Led 
IR Range  35M 
Minimum illumination 0 Lux (IR Led On) 
Water Resistance  Weatherproof IP66 
Lens Furnished 4-9mm Manual Varifocal Lens 
S/N Ratio More Than 48dB 
Electronic Shutter Auto : 1/50 (1/60) – 1/100,000 Sec 
Gamma 0.45 
White Balance Auto 
Gain Control Auto 
Sync. System Internal 
Video Output 1 Vp-p / 75 Ohms 
Power Supply DC12V±10% 
Effective Pixels PAL : 795(H) x 596(V)  NTSC : 811(H) x 508(H) 
Dimension Body: ￠83x120mm With Bracket: 230 (L)x90(W)x170(H) 
Weight  1.4kgs 

 

Design & Specification are subject to change without notice. 

 

 
 

 

YOUR’S SMART SECURITY PROVIDER 

GENX TECHNOLOGY (M) SDN BHD 
NO.68-2, JALAN DWITASIK, DATARAN DWITASIK, BANDAR SRI PERMAISURI, 56000 KUALA LUMPUR, MALAYSIA 
TEL: 03-9171 1988  FAX:03-9171 4988 

 

Day & Night IR LED Camera 

ENOS VI30T-70S VARIFOCAL LENS IR CAMERA 


